IN THE CLAIMS 
Please amend the claims as follows: 

1. (Currently Amended) A receiver of data originating from 

many programs, the receiver comprising: 

An input device for receiving a plurality of programs 
simultaneously; 

5 a plurality of program receiving devices coupled to the 

input device; 

a controller operatively coupled to each of said plurality 
of program receiving devices, said controller controlling said 
plurality of program receiving devices to respectively tune to 
10 r e sp e ctiv e on e s of — said plural i ty con t iguous programs in saia 
plurality of programs; 

a reproduction device for reproducing programs; 

a switch coupled to respective outputs of said plurality 
of program receiving devices, and to an input of the reproduction 
15 device^ saia switch bemq controllea by saia controller to aDpiv 

th e output of one of said "olurality of program receiving aevices to 
said reproduction device ; and 

a user interface coupled to said controller for 
selectively displaying a listing of programs to which the plurality 
2 0 of program receiving devices are tuned, in which a central program 
in said listing corresponds to the program currently being 
displayed on said reproduction device; and 
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a user control for incrementally selecting a next desired 

program to be displayed from said listing of programs inputting a 

2 5 us e rs d c Girc for a oclcct o d program of said r e sp e ctiv e on e s of said 

Plurality of program s, 

wherein th e switch is controlled by said controll e r to selectiv e ly 
conn e ct the output of on e of th e plurality of program, r e ceiving 
d e vic e s tun e d to th e s e l e cted program to th e input of th e 

3 0 reproduction a c v i c c e a c h time said user control increm.ents by one 

program, to a ne.xt desired program to be displayed from said, listing 
of programs, said, controller controls the sw^itch to select the 
corresponamg program receiving device^ and. causes t.he program 
receiving device tunea to the lowest program in saia listing to 

3 5 tune to the next hig.her program, of said, plurality of programs to be 
mcluaea in saia listing,; and. each time saia user control 
decrements by one program to a. next desired, program, to be displayed 
from said, listing of programs^ said controller controls the switch 
to select the corresponding program, receiving device, and causes 

40 the program receiving device tunea to the .highest program, in said 
listing to tune to t.he next lower program of said plurality of 
programs to be included in said listing . 

2-4 . (Cancelled) . 

5. (Previously Presented) The receiver as claimed in claim 1, 
characterized in that the plurality of programs come from the 
Internet . 
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6-8. (Cancelled) 



9. (Previously Presented) The receiver as claimed in claim 1, 
wherein each of the plurality of program receiving devices 
processes a program received from the input device. 

10 . (Cancelled) . 

11 . (Cancelled) . 
12 . (Cancelled) . 
13-14. (Cancelled). 

15. (Previously Presented) The receiver as claimed in claim 1, 
wherein the user interface causes the controller to rotate the 
program from one of the program receiving devices to another of the 
program receiving devices. 

16. (Currently Amended) A method comprising the steps of: 

receiving a plurality of programs; 

providing, simultaneously to each of a plurality of 
receiving devices, a respective one of the plurality of programs; 
5 and 
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providing an output from one of the receiving devices to a 
reproduction element in response to a user selecting one of the 
programs already being provided to said one of said plurality of 
receiving devices.^.. 
10 wherein saia providing an output step mcluaes the sub-step s of: 

causing said plurality of receiving aevices to 
respectively tune to contiguous programs in said plurality of 
programs ; 

displaying a list ing of programs to which said plurality 

15 of receiving devices are tunea in which a central program, m said 

listing corresponas to the program c^i-^eatly beiag c spl.vec^ 

enabling a user to each time increment by one program in 

the listing to a next program to be displayed^ while causing the 

receiving device tunea to the lowest of the programs in the listing 
2 0 to tune to the next higher program of the plurality of programs ; 

and 

enabling a user to each time decrement bv one program in 
the listing to a next program, to be displayed^ which causing t.he 
receiving device tunea to the highest program m the listing to 
2 5 tune to the next low^er program of the plurality of programs . 

17-20 . (Cancelled) . 

21. (New) The receiver as claimed in claim 1, wherein the 

controller generates a list of programs from said plurality of 
programs based on viewing preferences of a user. 
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22. (New) The method as claimed in claim 16, wherein a li 

of programs to be applied to said receiving devices is generated 
from said plurality of programs based on viewing preferences of a 
user . 
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